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abstract
We report a simple process for the batch fabrication of photonic crystals in lithium niobate substrates. By
means of proton-exchange (PE) followed by CHF3 reactive ion etching (RIE) we have achieved structures
with a diameter of 400 nm and an aspect ratio (depth-to-diameter) of 3:1. Sub-micrometric structures
have been fabricated with an 85 angle between the walls and the plane of the substrate. We provide
the optimized parameters – and their inﬂuence on the aspect ratio, the etching rate and the verticality
of the walls. Transversal cross-section micrographs of the etched patterns, for both X-cut and Z-cut sub-
strates, are shown as a clear evidence of the capability developed.
 2008 Elsevier B.V. All rights reserved.
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1. Introduction
Lithium niobate waveguides are used extensively in integrated
optics, owing to their low optical losses and large electro-optical,
nonlinear and piezoelectric coefﬁcients. Moreover, their large
range of transparency (350–5500 nm) offers the capability of cov-
ering not only the telecommunication bands, but also optical bands
that are more speciﬁc to medical or aero-space applications [1].
However, the typical size of lithium niobate components (1 cm
or more) represents a large handicap for their integration into
dense optical circuits. A solution has been proposed recently, based
on photonic crystal (PhC) structures that replace the traditional
Mach–Zehnder interferometer. Roussey et al. [2] have shown that
the active length of the modulators in lithium niobate may thereby
be reduced to as little as 13 lm. These results open the way to
compact high-bandwidth intensity modulators that could compete
with electro-absorption modulators in terms of extinction ratio
and operating wavelength range. There are numerous papers ded-
icated to theoretical and experimental studies of LiNbO3 PhCs,
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for LiNbO3 PhCs. For example, the use of 1D PCs has been reported
[3] for the fabrication of an integrated squeezing circuit. Moreover,
theoretical work has shown the considerable potential for further
development of LiNbO3 PhCs [4,5].
The main method that has been reported until now for the fab-
rication of LiNbO3 PhCs is based on focused ion beam (FIB) milling
[6,7]. This method has been shown to be very effective for the fab-
rication of small area structures (e.g. arrays of less than 50  50
holes). But FIB milling is performed on a hole-by-hole basis, which
implies long process times and eventual drift when fabricating
large ﬁelds of photonic structures. An alternative approach consists
of ferroelectric domain inversion, followed by wet etching [8]. The
method is limited to Z-cut substrates. Ultrafast laser machining is a
robust technique amenable to patterning any material. A recent
paper has shown the feasibility of the technique for the fabrication
of polaritonic structures in LiNbO3 substrates [9]. The advantage is
that it allows the production of trenches as deep as several hun-
dred micrometers. But the application of this method to photonic
structures would require the laser spot to be focused to or near
the diffraction limits. The feature sizes achievable by laser machin-
ing are currently not small enough for the patterning of photonic
crystal structures that operate at near-infrared or visible wave-
lengths. Common alternatives include preparing the etching of
the substrate by modifying the crystal lattice. Ion implantation or
proton exchange (PE) are well known approaches for producing
such alteration [10–14]. Amongst the methods reported, the com-
bination of PE with plasma etching is the most attractive in terms
of cost, reproducibility and control of under-etching. In Ref. [14],
this combination was applied to the fabrication of PhC structures.
The etching process reported in Ref. [14] used ICP–RIE (inductively
coupled plasma) etching applied to the processing of Z-cut
substrates.
Here, we describe a process based on RIE etching that allows the
fabrication of PhCs with an aspect ratio of 3, without the require-
ment for ICP. The fabrication process is detailed with cross-sec-
tional views of the patterns produced. The process applies for
both X-cut and Z-cut structures.
2. Description of the process
The process is depicted schematically in Fig. 1. Firstly, a 250 nm
thick layer of poly-silicon is sputtered onto the substrate. A posi-
tive resist is then spin-coated onto the substrate – and patterned
by either direct write electronic-beam lithography (EBL) or deep
ultra-violet (DUV) lithography. The electron-beam resist used in
this work is ZEP520A and the pattern is written using an acceler-
ated beam voltage of 100 kV. The pattern is then transferred to
the mask layer by means of RIE based on SF6 chemistry.
Proton exchange (PE) is performed through the silicon mask
layer in a bath of molten benzoic acid. The temperature of the bath
is chosen to be rather low (typically 190 C), in order to produce a
signiﬁcant lattice deformation [1], which will facilitate further
etching. The duration of the PE steps depends on the substrate cho-
sen. Typically, an exchange-depth of 1.5 lm corresponds to 6.5 h
duration of proton exchange on X-cut substrates [16], and 12.6 h
duration of proton exchange on Z-cut substrates [17]. The replace-
ment of Li
+ ions with H
+ protons helps to prevent LiF re-deposition
during the RIE step, which plays a role in both the verticality of the
structures and the etch-rate [13].
In a third step, the pattern is written into the substrate by CHF3
RIE etching. The etching is carried out using a Plassys reactor with
a maximum power of 300 W. The aim is to make the plasma react
preferentially with the proton-exchanged areas, while leaving non-
exchanged areas intact. In order to enhance the chemical aspect of
the RIE etching, we have worked with CHF3 gas at relatively high
pressures (more than 25 lbar), and RF power levels lower than
200 W. The parameters are detailed in Fig. 1: the RF power and
the operating pressure were tested on a range of 50–200 W and
25–100 lbar, respectively. The poly-silicon mask layer was chosen
because of its resistance to PE and its enhanced selectivity during
the CHF3 RIE etching step. Indeed, the CHF3 plasma is composed
of CFX radicals that react with F atoms and create a CXFY insulating
polymer deposit on the surface of the silicon layer [15]. The crea-
tion of an additive protective layer was conﬁrmed by testing with
a CHF3/O2 reactive plasma. After 1 h of RIE processing, the silicon
mask layer was totally etched away, due to the reaction of CxFY
with O2. The same test performed without O2 gas left the mask
intact.
Finally, the remaining silicon mask layer is etched away using a
SF6 plasma.
Fig. 1. Fabrication process steps and associated parameters.
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The inﬂuence of the PE step is illustrated in Fig. 2. The same RIE
conditions were used for both Fig. 2a and b with an RF power level
of 150 W, an operating pressure of 100 lbar and CHF3 as operating
gas. The substrate surface remains un-etched where it has not pre-
viously been prepared using PE (Fig. 2b), whereas it is etched to a
depth of 1.5 lm where it has previously been proton-exchanged
(Fig. 2a). The maximum etching rate of the untreated material is
estimated to be 110 nm/h, which is 6.5 times slower than the
etch-rate of the treated material. Moreover, the patterns of the un-
treated material appear to be very rough, which may be due to the
re-deposition of LiF during the etching process.
As previously mentioned, the substrate cannot be etched in
zones where the proton-exchange process has not occurred. But
an inappropriately long duration of PE may also lead to signiﬁcant
spreading of the exchange process under the mask – which will
cause under-etching during the RIE step. This under-etching be-
comes obvious when the exchanged layer is deeper than 2.5 lm.
The optimum exchange-depth has been determined to be 1.5 lm.
The inﬂuence of the operating RF power and the gas pressure on
the etching behaviour is shown in Fig. 3 for holes with a surface of
10 lm  10 lm. Step heights were measured with a Tencor Alpha-
step proﬁlometer.The etching rate becomes progressively larger as
the power increases and the pressure decreases. We have never-
theless noticed that a high power level (>200 W) tends to produce
a deterioration in the quality of the substrate surface. It should also
be emphasized that the selectivity of the mask diminishes when
the pressure is below 30 lbar or the RF power is above 150 W.
Thus, a compromise between surface quality, selectivity and etch-
ing rate can be reached by choosing a 100–150 W RF power level,
and a pressure of 40–60 lbar. Typically, the etching rate with such
parameters varies from 6 nm/min to 12 nm/min (see Table 1). The
results given in Table 1 also show that the etch-rate of LiNbO3 is
linked to the dimension of the holes: for the same RIE conditions,
the etch-rate is lowered by a factor of two when the size of the hole
decreases from 2 lmt o1 lm. Thus, the fabrication of PhCs will
take more time for a given area of structuring than the fabrication
of standard, larger feature size, micrometric structures.
In Table 1, we show the measured angles and depths of sub-
micrometric structures obtained from FIB process cross-sectional
images. According to these results, the angle between the axes of
the holes and the plane of the substrate is weakly dependent on
the size of the holes, properties that are characteristic of this pro-
cess. Indeed, other tests performed with higher RF power levels
(200 W), low operating pressure (3 lbar), and SF6 gas indicate that,
when the sputtering process is enhanced during RIE, the angle of
the sidewall decreases with the size of the hole, i.e. the sidewalls
of the holes are less steep.
Fig. 2. SEM images of patterns written in a LiNbO3 X-cut substrate. The diameters
of the test patterns vary from 200 nm to 1 lm. The operating gas is CHF3, the RF
power level is of 150 W, and the gas pressure is 100 lbar. (a) With a previous PE
step. (b) Without a previous PE step.
Fig. 3. The ﬁgure shows (a) the inﬂuence of the power level on the etching process on X-cut substrates, for an operating pressure of 50 lbar. (b) The inﬂuence of the operating
pressure on the etching process in X-cut substrates, for an RF power level of 100 W. The measurements were performed on holes with a surface of 10 lm  10 lm.
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holes) achieved with optimized pressure and power levels. The
inﬂuence of gas pressure on the aspect ratio of the structure was
evaluated from the SEM images. In Fig. 4a, the pillars were pro-
cessed at a pressure level of 60 lbar, whereas the operating pres-
sure was 100 lbar for the structure shown in Fig. 4b. These
images illustrate the increase of the structure verticality with
decreasing pressure: the etched structures exhibit an improvement
of 8 in their verticality when the pressure is reduced from
100 lbar to 60 lbar. Below 60 lbar, the angle is no longer inﬂu-
enced by pressure. Fig. 4b and c shows that the RF power level
inﬂuences the smoothness of the patterns. The walls of the pillars
become progressively smoother as the power level is lowered.
Holes with a diameter of 420 nm, a depth of 1.2 lm and a side-
wall-angle of 85 are shown in Fig. 5, resulting from the optimisa-
tion of the RIE process parameters. Such parameters meet the
requirements for practical LiNbO3 PhC structure fabrication [1].
Fig. 6 shows an SEM image of a large ﬁeld LiNbO3 PhC structure
produced using these conditions. It should be noted that, apart
from the duration of the PE exchange, the same process was used
for both X-cut and Z-cut substrates, and no signiﬁcant difference
was noted between the results obtained on the two kinds of sub-
strates. The above results can be compared with those achieved
by FIB milling in Ref. [6]. The roughness that can be seen on the
transversal view is similar to that seen on structures patterned
by FIB. We are currently working on the implementation of such
PhC structures in PE waveguide layers. Though the optical charac-
terization has not yet been performed, we can infer from prelimin-
ary work [2] that the results reported in this paper could enable the
fabrication of 2D photonic bandgap structures.
Table 1
Evaluation of the characteristics of the etched holes in a X-cut substrate
Pressure (lbar) RF power (W) Time (min) Depth of the holes (lm) Diameter of the holes (lm) Angle () Aspect ratio VLiNbO3 (nm/mn) Selectivity LiNbO3/Si
60 100 140 1.2 0.4 85 3 8.5 4.7
70 100 210 1.27 1.6 58 0.8 6.0 5.0
80 150 175 0.98 1 63 1.0 5.6 2.8
80 150 175 1.36 1.3 64 1.0 7.7 3.9
80 150 175 1.93 2 63 1.0 11.0 5.5
100 150 140 1.63 1.8 61 0.9 11.6 4.6
Fig. 4. SEM images of Z-cut substrates after etching of the Si mask layer. (a) The gas pressure is p = 100 lbar and the RF power is P = 150 W. After 180 min of RIE the resulting
angle is measured to be 56. (b) The gas pressure is p =6 0lbar and the RF power level is P = 150 W. After 135 min of RIE the resulting angle is measured to be 64. (c) The gas
pressure is p =6 0lbar and the RF power is P = 100 W. After 300 min of RIE the resulting angle is measured to be 64.
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We have shown the possibility of fabricating large ﬁelds of pho-
tonic crystal structure on lithium niobate substrates. The method
typically starts with electron-beam lithography. With this ap-
proach, ﬁelds of photonic crystal structure with areas on the order
of a few square millimetres may be obtained. Subsequent process
steps are based on proton-exchange and CHF3-based RIE. The
parameters of the RIE process were optimized – and it was found
that an RF power level of 100–150 W and an operating pressure
of 40–60 lbar could produce sub-micrometric structures with an
aspect ratio of 3:1. The cross-sectional micrographs of the patterns
show angles of 85 between the surface of the substrate and the
side-walls of the holes. The method opens the way for the produc-
tion of densely integrated LiNbO3 PhC-based devices over large
areas.
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Fig. 5. SEM images of an X-cut substrate after etching of the Si mask layer. The gas
pressure is p =6 0lbar, the RF Power is P = 100 W. The images are obtained after
140 min of RIE etching. The resulting depth is measured to be 1.2 lm. (a) Overall
view. (b) Transversal section of the holes realised by FIB milling
Fig. 6. SEM image of a 45  15 periodic square array of holes, with period = 766 nm
and diameter = 400 nm. The gas pressure is 60 lbar and the RF power is 100 W. The
images are obtained after 100 min of RIE etching.
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